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K52 
CLOSED-BACK HEADPHONES  
 
  

 
HIGHLIGHTS 

 

» Professional drivers 
for solid bass and clear highs  

» Over-ear design and lightweight construction  
provides exceptional comfort for long sessions  

» Closed-back design  
eliminates audio bleed and maintains privacy  

» Single-sided cable 
for ease of use 

 
 

APPLICATIONS 
 

» Project Studio Monitoring 
» Home Recording 
» Rehearsal 
 
 

 
 
 
 
 
 
FOR PROJECT STUDIOS AND REHEARSAL 
 

The AKG K52 over-ear, closed-back headphones provide the perfect combination of sound quality, comfort 
and durability. Professional drivers deliver solid bass, well-defined mids and clear highs - without any hype - 
so you can hear exactly what’s happening. The unique self-adjusting headband provides a personalized fit, 
ensuring serious comfort during marathon sessions. With a lightweight yet durable design, high-quality 
components and replaceable earpads, K52 is built to last. 
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KEY SPECIFICATIONS               
 

        Design     Closed-back over-ear headphones 
Frequency range    18 Hz to 20 kHz 
Sensitivity    110 dBspl/V 
Max. input power    200 mW 
Input impedance    32 ohms 
Net weight    200 g (7 oz) 
Cable      2.5 m (8.2 ft) cable 
Main connection    3.5 mm (1/8”) jack plug with 

6.3 mm (1/4”) adapter 
 
Box content    1x K52  
      1x 6.3 mm (1/4”) adapter 
 
Item numbers    SKU: 3169H00010 
      EAN: 9002761038774 
      UPC: 885038038771 
 


